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Goulds Trash Hog®

Self-Priming Pumps Designed for
Toughest Solids Handling Services
■ Capacities to 6000 GPM (1363 m3/h)
■ Heads to 140 feet (43 m)
■ Temperatures to 225°F (107° C)
■ Pressures to 85 PSIG (586 kPa)
■ Suction Lifts to 25 feet (7.6 m)
■ Spherical Solids to 3 inches (76 mm)

Performance Features
for Self-Priming, Solids
Handling Services
Large Capacity Priming Chamber
For reliable priming and repriming

Heavy Duty Power End
For extended life in toughest services

Non-Clog Impeller
Capable of passing spherical solids to 
3 inches (76 mm)

External Impeller Adjustment
Easily renews optimum hydraulic performance

Trimmable Impeller
Permits most efficient use of motor horsepower

Services
Pulp and Paper Industry
•  Black Liquor Sump
•  Paper Machine Floor Sump
•  Knotters Discharge Pump
•  White Water Service

General Industry
•  Wash Down Sump
•  Food Wastes
•  Fish Farming
•  Rendering Wastes
•  Machine Coolant Sump

Mining & Metal Fabrication
•  Mine Dewatering
•  Mill Scale Runoff
•  Cutting Oil Transfer
•  Construction Site Dewatering
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Goulds Trash Hog is designed for superior
solids handling capability, optimum pump
performance and extreme ease of maintenance
for a wide range of industrial, pulp and paper,
mining and municipal wastewater services.
Whether handling raw sewage, sludge, debris
or plant wastes, there’s no other pump that
compares to the Trash Hog.



Original performance
can be re-set in a
matter of minutes 
with external impeller
adjustment.

The front cover
access plate
weighs only 

6 pounds...itÕs
easy to remove
and cannot be
frozen in place
from corrosion.

Easy to Install Ð Easy to Repair



Dimensions Trash Hog®

All dimensions in inches and (mm).  Not to be used for construction.

Pump
Size Discharge Suction A B H I J

3x3-8 3 3 14.25 (368) 7.56 (192) 13.38 (340) 38.75 (984) 17.19 (437)

4x4-9 4 4 16.44 (418) 8.63 (219) 15.63 (397) 40.13 (1019) 18.56 (472)

6x6-11 6 6 19.81 (503) 10.25 (260) 18.56 (472) 42.69 (1084) 16.5 (419)

8x8-14 8 8 23.25 (591) 10.56 (268) 20.25 (514) 45.56 (1157) 19.75 (502)

10x10-14 10 10 28.94 (735) 13 (330) 24.5 (622) 54.13 (1375) 25.63 (651)

12x12-16 12 12 36.38 (924) 16.5 (419) 31.5 (800) 64.25 (1632) 39.0 (991)

Weight 
Bare PumpK L M V

Lbs. Kgs.

25.31 (643) 21.5 (546) 11.5 (292) 26.63 (676) 480 (218)

25.75 (654) 21 (533) 11.5 (292) 27.06 (687) 600 (273)

27 (686) 21 (533) 10 (254) 28.56 (726) 705 (320)

34 (864) 26.63 (676) 12 (305) 35.56 (903) 1150 (523)

44 (1118) 33.5 (851) 14.75 (375) 45.31 (1151) 1800 (818)

71.94 (1827) 38.88 (987) 16.38 (416) 71.94 (1827) 2470 (1123)
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